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’ Characteristics
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. Sleek design

a. The streamline design enables comfortable use.

b. The wood and steel forms a harmony and enables it to fit with the furniture at
home and gives it a strong durability.

¢. We use great and prestigious materials that look beautiful and feel good.

. Functional frame

The main body and the auxiliary mat are horizontally arranged and the angle
therebetween can be adjusted in 3 steps of 10°, 20°, and 30° making it comfortable
to use.

. The ergonomically designed internal light projector

The internal light projector is designed to rotate with a predetermined angle in four
directions and the pressure is evenly distributed on the entire body. In addition, the
finger pressure effects are maximized since the ceramic is additionally provided on
the neck part.

. The comfortably designed auxiliary light projector

The handle of the auxiliary light projector is designed to fit right in the hand
enabling comfortable use and to prevent loss of heat.

. Internal driving method with less noise

The specially designed guardrail minimizes friction between the internal light
projector and the rail, and therefore there is almost no noise and the device can be
used semi-permanently since the drive load is minimized.

. Comfortable remote control holder

The remote control holder can rotate 360° and a user can position it at the most
comfortable angle.

. Integrated multi-functional remote control

The buttons are easy to use and they hardly wear and the descriptions on the
buttons do not easily wear since special materials are used for them.

. Multi-Function Remote Control

Button design allows easy identification and use. Special materials were used
to minimize wearing of letter prints, giving the set a long useful life.

. 'Tourmanium' Pad generates Far Infra-Red Ray

Tourmanium (Tourmaline +Germanium +Elvan+Volcanic) Pad attached onto
heating elements generates abundant generation of healthful Far Infra-Red Ray
(refers to Infra-Red Ray with the longest wavelength).



* Please check the components before assembling
the product

A Main mat A Auxiliary mat A Remote control holder A Remote control A Product manual
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A 5-ball light projector A Light projector pouch A Light projector sock A Main mat cover A Stomach band for
(External light projector) _ Low-frequency pad
A Frame A Power cord A Auxiliary mat A Low-frequency pad

connection cable



A Auxiliary mat - A Power input
connection i
cable

A Remote control

APowerinput A Main Body

— : for special power cord
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: A Remote control A Light projector A Low-frequency A Heating element A 5-ball light projector A Light projector
ALow frequency pad connection connection pad connection temperature establishing (extema| |ight prgjector) pouch

portion portion portion unit



Power button for ...

internal light projector

Temperature -
establishing button for
internal light projector

Power button for oo

external light projector

Temperature o)
establishing button for
external light projector

Button to convert between
automatic/manual modes

Temperature and status
display window for
internal light projector

Manual operation button
for internal light projector
Low-frequency power
button

Temperature and status
display window for
external light projector

Low-frequency level
control button

’ Inspection display window

Display Content

Internal light projector

E0 temperature sensor error

Display position

Temperature and status
display window for internal
light projector

Disconnection of internal light
projector lamp

Temperature and status
display window for internal
light projector

External light projector
temperature sensor error

Temperature and status
display window for
external light projector

Disconnection of external light
projector lamp

Temperature and status
display window for
external light projector

Disconnection of upperflower
axis limit switch

Temperature and status
display window for external
light projector

# Do not disassemble when an error occurs. Remove the power plug and
turn the power switch OFF and contact your local sales agent.
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1. Place the main body and the auxiliary 2. Prepare the remote control,

mat on the frame and attach the the external light projector,
connection band. the light projector pouch, and

auxiliary mat as shown in the diagram.
the low-frequency pad.
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5. Connect the power cord with the

main body power input and turn the
power switch on.
3. Sequentially connect
(D Remote control,
@ External light projector, and
@ Low-frequency pad.

6. Establish the temperature of the
heating elements on the auxiliary

mat to a proper temperature of 3~5
by turning the dial.
















